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STATOR WEDGE TIGHTNESS – ECOTIP HARDNESS METHOD (TESTING METHOD & CRITERIA)

Slots were numbered starting at slot number 1 at NDE. Each wedge was tapped three location (3 times 
tapping) at the middle, and once each side of middle, recording the individual values then average of the 
three values.

Wedge Type Tight Partial Loose Loose
End/Exit Wedges > 650 Leeps 649-550 Leeps < 549 Leeps
Slot/Body Wedge > 650 Leeps 649-550 Leeps < 549 Leeps

The Diagnostic Criteria Table

Testing Method

3 positions 
tapping
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STATOR WEDGE TIGHTNESS – ECOTIP HARDNESS METHOD (TESTING METHOD & CRITERIA)

The good typical replacement wedge criteria are:

 Loose stator end wedges
 More than 25% loose wedges in slot
 More than 2-3 loose wedges in slot, depending on number and length of the wedge 
 More than 25% of all wedges loose

Decisions below should be considered when wedge required to replace:
o Individual wedges
o Individual slot
o Complete stator winding wedges
o Some case, resin may be considered to apply
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STATOR WEDGE TIGHTNESS – ECOTIP HARDNESS METHOD (EQUIPMENT & MAPPING)

Equipment and Mapping

Stator wedge tightness tester Wedge tightness mapping
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STATOR WEDGE TIGHTNESS – ECOTIP HARDNESS METHOD (EQUIPMENT INFORMATION)
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SITE COUNTRY BRAND SERVICE CAPACITY (MVA)

NPS/NPP9 THAILAND JINAN POWER Major Overhaul 12.375

AA/NPP11 THAILAND MITSUBISHI Major Overhaul 41.125

GPSC SPP2&3/CTG3A THAILAND GE Minor Inspection 50.8

GPSC SPP2&3/CTG2A THAILAND GE Minor Inspection 50.8

Glow SPP11/GT100 THAILAND Hma Major Overhaul 50

Glow SPP11/GT200 THAILAND Hma Major Overhaul 50

BPMC/LPC/GT12 BRUNEI BRUSH Major Overhaul 30.4

BPMC/LPC/GT13 BRUNEI BRUSH Major Overhaul 30.4

Glow Energy/GT1A THAILAND GEC ALSTHOM Major Overhaul 45.529

Glow Energy/GT1B THAILAND GEC ALSTHOM Major Overhaul 45.529

Glow Energy/GT1C THAILAND GEC ALSTHOM Major Overhaul 45.529

Nawanakron/NNEG STG10 THILAND SIEMENS Major Overhaul 49.412

PPTC STG10 THAILAND TMEIC Major Overhaul 44.93
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SITE COUNTRY BRAND SERVICE CAPACITY (MVA)

Lamchabang BPLC1/GT1 THAILAND ALSTHOM Major Overhaul 47.00

Lamchabang BPLC1/GT1 THAILAND ALSTHOM Major Overhaul 47.00

B.Grimm Power (Angthong) 
BPAT/ST10

THILAND SIEMENS Major Overhaul 52.250

SAHA COGEN GTG2 THAILAND ALSTOM Major Overhaul 58.824

SAHA COGEN GTG4 THAILAND ALSTOM Major Overhaul 55

GLOW CTG 1 THAILAND GE Major Overhaul 50.8

GLOW ENERGY GT2B THAILAND ALSTOM Major Overhaul 45.529

GLOW ENERGY GT2C THAILAND ALSTOM Major Overhaul 45.529

โรงไฟฟา้ครบรุี THAILAND NISHISHIBA ELECTRIC Major Overhaul 15

SGN LAMPHUN STG - 1 THAILAND SHANDONG JINAN Major Overhaul 9.9

THAI OIL G8053 THAILAND SIEMENS Major Overhaul 61.33

THAI OIL G8054 THAILAND SIEMENS Major Overhaul 61.33

NPS PP9 THAILAND HABIN ELECTRIC Major Overhaul 158.8
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SITE COUNTRY BRAND SERVICE CAPACITY (MVA)

โรงไฟฟา้ครบรุี THAILAND TOYO DENKI Major Overhaul 8

KLONGLUANG/GT2 THAILAND BRUSH Major Overhaul 55.294
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